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MAIN PARTS AND MATERIALS

16K DUCTILE IRON GLOBE VALVE |

NO | NAME MATERIAL

1 Handwheel Nut SS400

2 Name Plate A1050P

3 Handwheel ADC12

4 | stem SUS 403

5 | Packing Nut FCD450-10

6 | Gland SUS 403

7 Packing Graphite

8 Bonnet FCD450-10

9 | Body FCD450-10

10 | Disc SUS 403

11 | Body Seat Ring SUS 403

Size

DN | Inch L Il | A| a | B | DI D2| H | HI
6 |14 |65 11 |15 |25 | 5 |63 9 |89 |84
10 | 3/8 |65 11 |15 25 5 |63 9 |89 |84
15 | 122 |85 10 | 15 25 15 |63 9 |89 |84
20 | 34 |8 |12 |20 |25 |19 (70 | 9 |101 | 94
25 | 17 90 |13 | 25 |25 | 22 |80 | 10 | 124 | 114
32 | 11/4” |105 16 | 32 |3 | 25 110 | 12 | 141 | 125
40 | 11/27 (120 | 17 | 40 | 35 | 27 [125 | 12 | 157 | 139
50 | 2 140 18 | 50 | 4 30 [125 14 | 179 | 159

PRESSURE TESTING

Shell

HYD. 21kgf/cm?

Seat

AIR 6kgf/cm?
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